### NOTES:
1. Attach item 1 to item 2 using double sided tape onto flat surface.
2. Attach item 6 to item 2 by adjusting the lock nuts until it sits flush.
3. Attach item 4 to item 2 using 2 of item 9.
4. Attach item 8 (length as required) to inlet of item 4 and feed through back of item 2.
5. Feed outlet of item 4 to front of item 2 and secure with item 9.
6. Connect item 5 to item 1 and attach item 5 to item 2 with double sided tape.

### ITEM NO. | PART NUMBER | DESCRIPTION | QTY.
--- | --- | --- | ---
1 | PCB | CONTROL BOARD ASSY | 1
2 | body2 bottom_v2 | MAIN BODY | 1
3 | Body2 top_v2 | BODY LID | 1
4 | RS385-635 | PERISTALTIC PUMP, 3MM | 1
5 | 9V BATTERY | 9V BATTERY | 1
6 | E18-D80NK | IR PROXIMITY SENSOR | 1
7 | BARREL_JACK | (ALTERNATIVE) BARREL JACK, 3MM | 1 (ALT)
8 | 3MM TUBE | TUBE, VINYL, 3MM | AR
9 | ZIP_TIE | ZIP TIE, 2.5MM | 3

### SANITISER BOTTLE