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setting board to nodemcu


setting baudrate from 115200 to 115200


setting port from COM1 to COM11


setting address from 0x00000000 to 0x00000000


espcomm_upload_file


espcomm_upload_mem


setting serial port timeouts to 1000 ms

opening bootloader

resetting board

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

resetting board

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

resetting board

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

trying to connect


flush start


setting serial port timeouts to 1 ms


setting serial port timeouts to 1000 ms


flush complete


espcomm_send_command: sending command header


espcomm_send_command: sending command payload


read 0, requested 1

warning: espcomm_sync failed

error: espcomm_open failed

error: espcomm_upload_mem failed

error: espcomm_upload_mem failed

